
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Manufacturing prestige tools  in Geneva Since 1945 
Drilling - Grinding ï Polishing - Stone Setting - Engraving - Carving - Cutting - Hammering - Bevelling - Deburring - Slicing - Filing 

Research & Development - Technology - Performance - Quality 
A whole new dimension for the jewelry and watchmaking industries 

Since its beginnings in 1945, BADECO offers its customers nothing else than Excellence!  
Our tools are sustainable and protect our planet from over-consumption and waste. 

 



M3 - ASF  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Product Features 
5ǊƛƭƭƛƴƎΣ ƳƛƭƭƛƴƎΣ ƎǊƛƴŘƛƴƎΣ ǇƻƭƛǎƘƛƴƎΣ ƘŀƳƳŜǊƛƴƎΣ ǎŜǘǘƛƴƎ ǎǘƻƴŜǎΣ ŜƴƎǊŀǾƛƴƎΣ ƳƛŎǊƻ ŬƭŜǎΤ ²ƛǘƘ ƻǾŜǊƘŜŀǘƛƴƎ ǇǊƻǘŜŎǘƛƻƴΤ ²ƛǘƘ н motor 
outputs for the alternative use of 2 micromotors; Choice of manual control or use of the pedal; Strong (E2501) or Light (E3001) with 
1,500 to 20,000 rpm; With a multifunctional pedal (ON /  OFF and variator);       1 bracket mounted on the housing (second optional) 

The legendary - STURDY 

200W 20Ą--0rpm 26.5cNm 32V 

The king of the micromotor since 1975! 
The M3ASF is a large metal model with a good grip and robustness. 
Its weight calculated on the gravity of the grip of the anodized aluminum handpiece accentuates its reliability and precision. 
A side support will allow you to place the micromotor or to fix it to the workbench for example. 
It is a very beautiful model of a high quality in its finish. 
The finishing details further enhance its ergonomics for the most demanding jobs. 
It develops a power of 200W, and allows to connect up to 2 micromotors on the box or 5 micromotors on the exported control Select-5. 
 

Strong: Ø 26mm - 205g - 200W - 26.5 cNm ς max 20.000 rpm - for 2 Micromotors 

Contents of the kit: M3ASF Strong + E2501 + HP464 + PC750 

Light: Ø 17mm - 105g - 90W - 15.5 cNm ς max 20.000 rpm ς for 2 micromotors 

Contents of the kit: M3ASF Light + E3001 + HP460 + PC750 

 
COMBI άWŜǿŜƭǊȅέ: Ø 26mm - 205g - 200W - 26.5 cNm ς max 20.000 rpm       & Ø 17mm - 105g - 90W - 15.5 cNm ς max 20.000 rpm 

Contents of the kit: M3ASF Strong + E2501 + HP464+PC750   & Light + E3001 + Hammer 518C + PC750 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
  
 
 
 
 
 
 
 
 
 
 
 

Choice of a STRONG micromotor with the associated handpiece 

Ø26mm - 150mm - 205g - 200W* - 26.5 cNm* - нлΩллл wǇƳ  

E2501 

464 

Choice of a LIGHT nanomotor with the associated handpiece 

440 288 

518C 
518SP 
518USP 
 

5B90 
5LC050 
5LC100 

528C 
528SP 
528US
P 
 

460 

    *** Price for a full set: 1x control unit + 1x micromotor Strong or Nano + 1x handpiece Strong or Nano + Foot Pedal PC800 + Lateral bracket + bench holder for Motor 

M3 - ASF 

289 

218C 
218SP 
218USP 
 

3LC050 
3LC100 
 
 

M3E400 

E3001 NANO400 
Ø17mm - 120mm - 100g - 90W* - 15.5 cNm* - нлΩллл wǇƳ  

Polishing and filing with holder 100.300 
LC050 = 0.5mm / LC100 = 1mm 

Riveting and setting with tip 240.000 
With reduction gear ς stroke by stroke 
C=Strong / SP=Fine / USP=Ultra fine 
 

Exchangeable HP-MdMI ς collet Ø2.35 
5ΩлллǊǇƳ - Strong and hardwork  With key 

Swiss Quick-change HP-SSC ς  
collet Ø2.35 - нлΩлллǊǇƳ 

Exchangeable HP-MdMI ς 
collet Ø2.35 - 20ΩлллǊǇƳ - With key 

Carbon Quick change HP46 
collet Ø2.35 - нлΩлллǊǇƳ 

Reduction gear ¼ Extra torque ς max 5ΩлллǊǇƳ 

Nano Polishing and filing with holder 100.300 
LC050 = 0.5mm / LC100 = 1mm 

Rotary angle 90°  
Collet Ø3.00 ς max 3лΩлллǊǇƳ 
 

Carbon Quick change HP46 
Collet Ø2.35 - нлΩлллǊǇƳ 

Riveting and graving with tip 240.000 
Without reduction gear ς direct driver 
C=Strong / SP=Fine / USP=Ultra fine 

Riveting and setting with tip 240.000 
With reduction gear ς stroke by stroke 
C=Strong / SP=Fine / USP=Ultra fine 

Reduction gear ¼ Extra torque ς max 7Ω500rpm 



M4 Ĉ ASF2  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

The master of the micromotor since 2010 
Proven reliability in jewelry and watchmaking for 77 years; Drilling, milling, grinding, polishing, polishing, hammering, setting stones, 

engraving, micro-ŬƭƛƴƎΤ ŀǾŀƛƭŀōƭŜ ǿƛǘƘ н ƳƻǘƻǊ ƻǳǘǇǳǘǎ ŦƻǊ ǘƘŜ ŀƭǘŜǊƴŀǘƛǾŜ ǳǎŜ ƻŦ н ƳƛŎǊƻƳƻǘƻǊǎΤ /ƘƻƛŎŜ ƻŦ Ƴŀƴǳŀƭ ŎƻƴǘǊƻƭ ƻǊ ǳǎŜ ƻŦ 

the pedal; Automatic memorization of engine speed in pedal mode and manual mode! 

Strong 2,000 to 20,000 rpm; Light from 1,500 to 12,500rpm (for SP) or 30,000 rpm (for V); With a multifunction pedal (ON/OFF and 

variator); 1 support mounted on the housing (second option) 

 

180W 30Ą--0rpm 24.7cNm 24V 

Professional Performance - STURDY 



Ø17mm - 105mm - 84g - 55W - 11.3 cNm - олΩллл wǇƳ                    Ø17mm - 120mm - 100g - 90W - 15.5 cNm - мнΩрлл wǇƳ  

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 
 
 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Choice of a LIGHT nanomotor with the associated handpiece 

Choice of a STRONG micromotor with the associated handpiece 

M4 Ĉ ASF2 

    *** Price for a full set: 1x control unit + 1x micromotor Strong or Nano + 1x handpiece Strong or Nano + Foot Pedal PC800 + Lateral bracket + bench holder for Motor 

465 450 388 380 

318C 
318SP 
318USP 
 

4LC050 
4LC100 
 
 

M4RS400 

RS3000SP RS3000V 

RS2000 
Ø26mm - 150mm - 205g - 180W - 24.7 cNm - нлΩллл wǇƳ  

518C 
518SP 
518USP 
 

5B90 
5LC050 
5LC100 

528C 
528SP 
528USP 
 

460 

NANO400 

Polishing and filing with holder 100.300 
LC050 = 0.5mm / LC100 = 1mm 

Riveting and setting with tip 240.000 
With reduction gear ς stroke by stroke 
C=Strong / SP=Fine / USP=Ultra fine 
 

Quick Exchangeable HP-MdMI ς  
Drill chuck capacity Ø 0 to 4.5mm with key 

Swiss Quick-change HP-SSC ς  
collet Ø2.35 - нлΩлллǊǇƳ 

Exchangeable HP-MdMI ς 
collet Ø2.35 - 20ΩлллǊǇƳ - With key 

Carbon Quick change HP46 
collet Ø2.35 - нлΩлллǊǇƳ 

Reduction gear ¼ Extra torque ς max 5ΩлллǊǇƳ 

Reduction gear ¼ Extra torque ς max 7Ω500rpm 

Nano Polishing and filing with holder 100.300 
LC050 = 0.5mm / LC100 = 1mm 

Rotary angle 90°  
Collet Ø3.00 ς max 3лΩлллǊǇƳ 
 

Carbon Quick change HP46 
Collet Ø2.35 - нлΩлллǊǇƳ 

Riveting and graving with tip 240.000 
Without reduction gear ς direct driver 
C=Strong / SP=Fine / USP=Ultra fine 

Riveting and setting with tip 240.000 
With reduction gear ς stroke by stroke 
C=Strong / SP=Fine / USP=Ultra fine 



 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

MX-1 CARBON 
Small, compact AND POWERFUL! - SMART 

The Starter and Compatible for all motors  
The MX-1 is UNIQUE, small, light, handy, powerful, reliable, compact, practical and precise for a very reasonable and very advantageous 
budget and all in BADECO quality! Choice of manual control or use with foot pedal; Automatic storage of engine speed in pedal mode and 
in manual mode! 
Strong 2,000 to 20,000 rpm; Light from 1,500 to 12,500rpm (for SP) or 30,000 rpm (for V); With a multifunction pedal (ON/OFF and 
variator); ς Compatible between Strong and Nano. 
 

Strong: Ø 26mm - 150mm - 205g - 180W ς 24.7 cNm ς max 20.000 rpm 

Contents of the kit: MX-1 Strong + RS2000 + HP465 + PC800 

Light SP: Ø 17mm - 120mm - 100g - 90W - 15.5 cNm ς max 12.500 rpm 

Contents of the kit: MX-1 Light + RS3000SP + HP460 + PC800 

 

Light V: Ø 17mm -105mm - 95g - 55W - 11.3 cNm ς max 30.000 rpm 

Contents of the kit: MX-1 Light + RS3000V + HP460 + PC800 

180W 30Ą--0rpm 24.7cNm 24V 



Ø17mm - 105mm - 84g - 55W - 11.3 cNm - олΩллл wǇƳ                    Ø17mm - 120mm - 100g - 90W - 15.5 cNm - мнΩрлл wǇƳ  

 

 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Choice of a LIGHT nanomotor with the associated handpiece 

Choice of a STRONG micromotor with the associated handpiece 

MX-1 CARBON 

    *** Price for a full set: 1x control unit + 1x micromotor Strong or Nano + 1x handpiece Strong or Nano + Foot Pedal PC800 + Lateral bracket + bench holder for Motor 

Ø26mm - 150mm - 205g - 180W - 24.7 cNm - нлΩллл wǇƳ  

M4RS400 RS2000 

465 450 388 380 

318C 
318SP 
318USP 
 

4LC050 
4LC100 
 
 

518C 
518SP 
518USP 
 

5B90 
5LC050 
5LC100 

528C 
528SP 
528USP 
 

460 

RS3000SP RS3000V 

NANO400 
Reduction gear ¼ Extra torque ς max 7Ω500rpm 

Reduction gear ¼ Extra torque ς max 7Ω500rpm 

Polishing and filing with holder 100.300 
LC050 = 0.5mm / LC100 = 1mm 

Riveting and setting with tip 240.000 
With reduction gear ς stroke by stroke 
C=Strong / SP=Fine / USP=Ultra fine 
 

Quick Exchangeable HP-MdMI ς  
Drill chuck capacity Ø 0 to 4.5mm with key 

Swiss Quick-change HP-SSC ς  
collet Ø2.35 - нлΩлллǊǇƳ 

Exchangeable HP-MdMI ς 
collet Ø2.35 - 20ΩлллǊǇƳ - With key 

Carbon Quick change HP46 
collet Ø2.35 - нлΩлллǊǇƳ 

Nano Polishing and filing with holder 100.300 
LC050 = 0.5mm / LC100 = 1mm 

Rotary angle 90°  
Collet Ø3.00 ς max 3лΩлллǊǇƳ 
 

Carbon Quick change HP46 
Collet Ø2.35 - нлΩлллǊǇƳ 

Riveting and graving with tip 240.000 
Without reduction gear ς direct driver 
C=Strong / SP=Fine / USP=Ultra fine 

Riveting and setting with tip 240.000 
With reduction gear ς stroke by stroke 
C=Strong / SP=Fine / USP=Ultra fine 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

MX-2 Revolt 
DESIGN MEETS FUNCTION - SMART 

With  MX-2 Revolt design meets function  
The MX-2 is UNIQUE, small, light, handy, powerful, reliable, compact, practical and precise with 2 connects of micromotors and all in 
BADECO quality!  
Save your micromotor or nanomotors with OLED screen, save your speed for each motor and feel the perfection in your hand. 
Choice of manual control or use with foot pedal; Automatic storage of engine speed in pedal mode and in manual mode! 
Strong 2,000 to 20,000 rpm; Light from 1,500 to 12,500rpm (for SP) or 30,000 rpm (for V); With a multifunction pedal (ON/OFF and 
variator); ς Compatible between Strong and Nano. 
 

180W 30Ą--0rpm 24.7cNm 24V 



Ø17mm - 105mm - 84g - 55W - 11.3 cNm - олΩллл wǇƳ                    Ø17mm - 120mm - 100g - 90W - 15.5 cNm - мнΩрлл wǇƳ  

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

MX-2 Revolt 

Choice of a LIGHT nanomotor with the associated handpiece 

Choice of a STRONG micromotor with the associated handpiece 

    *** Price for a full set: 1x control unit + 1x micromotor Strong or Nano + 1x handpiece Strong or Nano + Foot Pedal PC800 + Lateral bracket + bench holder for Motor 

Ø26mm - 150mm - 205g - 180W - 24.7 cNm - нлΩллл wǇƳ  

M4RS400 RS2000 

465 450 388 380 

318C 
318SP 
318USP 
 

4LC050 
4LC100 
 
 

RS3000SP RS3000V 

NANO400 

518C 
518SP 
518USP 
 

5B90 
5LC050 
5LC100 

528C 
528SP 
528USP 
 

460 

Reduction gear ¼ Extra torque ς max 7Ω500rpm 

Reduction gear ¼ Extra torque ς max 7Ω500rpm 

Polishing and filing with holder 100.300 
LC050 = 0.5mm / LC100 = 1mm 

Riveting and setting with tip 240.000 
With reduction gear ς stroke by stroke 
C=Strong / SP=Fine / USP=Ultra fine 
 

Quick Exchangeable HP-MdMI ς  
Drill chuck capacity Ø 0 to 4.5mm with key 

Swiss Quick-change HP-SSC ς  
collet Ø2.35 - нлΩлллǊǇƳ 

Exchangeable HP-MdMI ς 
collet Ø2.35 - 20ΩлллǊǇƳ - With key 

Carbon Quick change HP46 
collet Ø2.35 - нлΩлллǊǇƳ 

Nano Polishing and filing with holder 100.300 
LC050 = 0.5mm / LC100 = 1mm 

Rotary angle 90°  
Collet Ø3.00 ς max 3лΩлллǊǇƳ 
 

Carbon Quick change HP46 
Collet Ø2.35 - нлΩлллǊǇƳ 

Riveting and graving with tip 240.000 
Without reduction gear ς direct driver 
C=Strong / SP=Fine / USP=Ultra fine 

Riveting and setting with tip 240.000 
With reduction gear ς stroke by stroke 
C=Strong / SP=Fine / USP=Ultra fine 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

MX-4 Evolution 
Increase productivity for 4 motors - SMART 

180W 30Ą--0rpm 24.7cNm 24V 

Increase productivity  
he MX-4 EVOLUTION is small, light, very powerful, reliable, compact, practical and precise at a very reasonable and advantageous price.; 
With 4 motor outputs for the alternative use of up to 4 micromotors; The selection is made using a selector switch; Choice of manual 
control or use of the pedal; Automatic storage of engine speed (1) in pedal mode and in manual mode !; Strong 2,000 to 20,000 rpm; Light 
from 1,500 to 12,500rpm (for SP) or 30,000 rpm (for V); With a multifunction pedal (ON/OFF and variator);  ς Compatible between Strong 
and Nano. 



Ø17mm - 105mm - 84g - 55W - 11.3 cNm - олΩллл wǇƳ                    Ø17mm - 120mm - 100g - 90W - 15.5 cNm - мнΩрлл wǇƳ  

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

MX-4 Evolution 

Choice of a LIGHT nanomotor with the associated handpiece 

Choice of a STRONG micromotor with the associated handpiece 

    *** Price for a full set: 1x control unit + 1x micromotor Strong or Nano + 1x handpiece Strong or Nano + Foot Pedal PC800 + Lateral bracket + bench holder for Motor 

Ø26mm - 150mm - 205g - 180W - 24.7 cNm - нлΩллл wǇƳ  

M4RS400 RS2000 

465 450 388 380 

318C 
318SP 
318USP 
 

4LC050 
4LC100 
 
 

518C 
518SP 
518USP 
 

5B90 
5LC050 
5LC100 

528C 
528SP 
528USP 
 

460 

RS3000SP RS3000V 

NANO400 
Reduction gear ¼ Extra torque ς max 7Ω500rpm 

Reduction gear ¼ Extra torque ς max 7Ω500rpm 

Polishing and filing with holder 100.300 
LC050 = 0.5mm / LC100 = 1mm 

Riveting and setting with tip 240.000 
With reduction gear ς stroke by stroke 
C=Strong / SP=Fine / USP=Ultra fine 
 

Quick Exchangeable HP-MdMI ς  
Drill chuck capacity Ø 0 to 4.5mm with key 

Swiss Quick-change HP-SSC ς  
collet Ø2.35 - нлΩлллǊǇƳ 

Exchangeable HP-MdMI ς 
collet Ø2.35 - 20ΩлллǊǇƳ - With key 

Carbon Quick change HP46 
collet Ø2.35 - нлΩлллǊǇƳ 

Nano Polishing and filing with holder 100.300 
LC050 = 0.5mm / LC100 = 1mm 

Rotary angle 90°  
Collet Ø3.00 ς max 3лΩлллǊǇƳ 
 

Carbon Quick change HP46 
Collet Ø2.35 - нлΩлллǊǇƳ 

Riveting and graving with tip 240.000 
Without reduction gear ς direct driver 
C=Strong / SP=Fine / USP=Ultra fine 

Riveting and setting with tip 240.000 
With reduction gear ς stroke by stroke 
C=Strong / SP=Fine / USP=Ultra fine 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

MX-4 TOUCH Evo 
Automatic sensor for pro ductivity with  4 motors  

180W 30Ą--0rpm 24.7cNm 24V 

Professional Endurance AND SMART! 

Drilling, milling, grinding, polishing, hammering, setting stones, engraving, micro-ŬƭƛƴƎΤ п ƳƻǘƻǊ ƻǳǘǇǳǘǎΥ ¢ƘŜ ƳƻǘƻǊ ƛǎ ŀǳǘƻƳŀǘƛŎŀƭƭȅ 

selected via the optical sensors attached to the motor holders; The speeds of the 4 motors are automatically saved in the 2 operating 

modes (pedal / manual). 

 

The Badeco MX-4 Touch Evolution Dual Voltage 115/230V micromotor has been designed for use in the jewelry and watchmaking 

industries of Switzerland, the number one producer of super-premium jewelry and watches for the world. What separates this 

micromotor apart from all others is the quality, precision and reliability of the power box, motor and of course, the handpiece, and the 

single most important part of a micromotor. The Badeco Carbon Series Micromotor is a remarkable piece of Swiss engineering, giving 

you unstoppable torque at the lowest speed, the kind of low-end power that jewelers need for drilling and stone setting. 

 

The Badeco MX-4 Touch Evolution control box with handpiece holders activates the single handpiece that you remove from the individual 
holders. If more than 1 handpiece is removed from the holders the power is stopped. If you wish to operate with empty holders simply 
block off the photo cell in the unused holder with black tape. 

Create Your Own MX-4 TOUCH 



Ø17mm - 105mm - 84g - 55W - 11.3 cNm - олΩллл wǇƳ                    Ø17mm - 120mm - 100g - 90W - 15.5 cNm - мнΩрлл wǇƳ  

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

MX-4 Touch Evo 

Choice of a LIGHT nanomotor with the associated handpiece 

Choice of a STRONG micromotor with the associated handpiece 

    *** Price for a full set: 1x control unit + 1x micromotor Strong or Nano + 1x handpiece Strong or Nano + Foot Pedal PC800 + Lateral bracket + bench holder for Motor 

Ø26mm - 150mm - 205g - 180W - 24.7 cNm - нлΩллл wǇƳ  

M4RS400 RS2000 

465 450 388 380 

318C 
318SP 
318USP 
 

4LC050 
4LC100 
 
 

518C 
518SP 
518USP 
 

5B90 
5LC050 
5LC100 

528C 
528SP 
528USP 
 

460 

RS3000SP RS3000V 

NANO400 
Reduction gear ¼ Extra torque ς max 7Ω500rpm 

Reduction gear ¼ Extra torque ς max 7Ω500rpm 

Polishing and filing with holder 100.300 
LC050 = 0.5mm / LC100 = 1mm 

Riveting and setting with tip 240.000 
With reduction gear ς stroke by stroke 
C=Strong / SP=Fine / USP=Ultra fine 
 

Quick Exchangeable HP-MdMI ς  
Drill chuck capacity Ø 0 to 4.5mm with key 

Swiss Quick-change HP-SSC ς  
collet Ø2.35 - нлΩлллǊǇƳ 

Exchangeable HP-MdMI ς 
collet Ø2.35 - 20ΩлллǊǇƳ - With key 

Carbon Quick change HP46 
collet Ø2.35 - нлΩлллǊǇƳ 

Nano Polishing and filing with holder 100.300 
LC050 = 0.5mm / LC100 = 1mm 

Rotary angle 90°  
Collet Ø3.00 ς max 3лΩлллǊǇƳ 
 

Carbon Quick change HP46 
Collet Ø2.35 - нлΩлллǊǇƳ 

Riveting and graving with tip 240.000 
Without reduction gear ς direct driver 
C=Strong / SP=Fine / USP=Ultra fine 

Riveting and setting with tip 240.000 
With reduction gear ς stroke by stroke 
C=Strong / SP=Fine / USP=Ultra fine 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

M1 Portable 

o Control unit with built-in rechargeable Li-ion battery features a digital RPM display at the top that makes it easy to monitor speed as you work. 
o  The dial on the front adjusts speed from 0 - 30,000 RPM.  
o On/off switch with foot pedal PC250 and reversible drive direction. 
o Adaptable nanomotor with other connection. (micro-filing) 
o Handpiece (motor) is very small and lightweight but has plenty of power for fine detailing, polishing and even grinding on metal, wood, glass and many 

other materials. Its fan cooled, brush type continuous duty motor runs cool and vibration-free. It has permanently lubricated, shielded ball bearings 
that require no additional lubrication.  Ø17, 105mm, 84gr. 

o The handpiece has a twist release rotary type collet for easy changes of 1.60mm, 2.35mm, or 3.00mm shank burs, depending on choice of collet 
installed. 

o Two Year Limited Warranty ς One Year for Lithium Battery. 

Handpiece (Motor)  Specifications : ~105mm Long (Nanomotor with HP), 84gr, Ø12mm (Diameter at grip), Ø17mm (Diameter at nanomotor), Cord 
Length: 140mm, Output DC12V/2.1A, Torque 8.5cNm, Electric power 25W. 

Rechargeable Lithium Ion Battery  Specifications : 14.8v 1800mAh - Charging Time: 3 hours, Working Time: 5 hours 
 
Charger/Adapter  Specifications:  Input: ~100 ~240 Volt, 50/60Hz, Output: DC12V/ 2A 

Mobility and freedom  

25W 30Ą--0rpm 8.5cNm 12V 

This new product from BADECO is a fully functioning portable nanomotor.  The high-speed brush type motor is in the handpiece and the 
control unit includes a rechargeable battery unit using the latest lithium-ion technology.  With the mains charger plugged in you can use it 
all day long in the workshop or run it on battery power for up to 5 hours, depending on how long the nanomotor is in continuous use when 
in battery mode. Battery charge time is 3 hours.  Using a lithium-ion battery means there is no "memory effect" and even when not used 
withouǘ ōŜƛƴƎ ŎƘŀǊƎŜŘΣ ǘƘŜ ƭƻǎǎ ƻŦ ŎƘŀǊƎŜ ƛǎ ǾŜǊȅ ƭƻǿΣ ǎƻ ƛǘΩǎ ŀƭǿŀȅǎ ǊŜŀŘȅ ǘƻ ǳǎŜΣ ǿƘŜǊŜǾŜǊ ȅƻǳ ŀǊŜΦ  LǘΩǎ ƎǊŜŀǘ ŦƻǊ ǿƻǊƪƛƴƎ ƛƴ ǇƭŀŎŜǎ ǿƘŜǊŜ 
there is no electrical supply or when you need to be mobile - such as at a craft demonstration or for last minute polishing at a trade show. 

 



Ø17mm - 105mm - 84g - 25W - 8.5 cNm - олΩллл wǇƳ 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

M1 Portable 

Choice of a LIGHT nanomotor with the associated handpiece 

518C 
518SP 
518USP 
 

5B90 
5LC050 
5LC100 

528C 
528SP 
528USP 
 

460 

P3000 

NANO400 

    *** Price for a full set: 1x control unit + 1x micromotor Nano + 1x handpiece Nano + Foot Pedal PC250 + bench holder for Motor 

Reduction gear ¼ Extra torque ς max 7Ω500rpm 

Nano Polishing and filing with holder 100.300 
LC050 = 0.5mm / LC100 = 1mm 

Rotary angle 90°  
Collet Ø3.00 ς max 3лΩлллǊǇƳ 
 

Carbon Quick change HP46 
Collet Ø2.35 - нлΩлллǊǇƳ 

Riveting and graving with tip 240.000 
Without reduction gear ς direct driver 
C=Strong / SP=Fine / USP=Ultra fine 

Riveting and setting with tip 240.000 
With reduction gear ς stroke by stroke 
C=Strong / SP=Fine / USP=Ultra fine 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Handpieces for hanging motors with Slip joint 

463 Carbon 

430 Swiss 

300 Multi 

275 Slim 

295 Strong 

210 / 215 / 220  

210
215
220

2LC050 / 2LC100 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Handpieces for hanging motors for duplex 
spring 

                  Handpieces for QD connect 

                 

467 Carbon 

437 Swiss 

212 / 217 / 222  

212
217
222

2LC050 / 2LC100 

468 Carbon QD 

447 Swiss QD 

214 / 227 / 232  

214
227
232

9LC050 / 9LC100 



 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 
 
 
 
  
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

Techn. speciýcations SPB-84S1 SPB-84S2 
Power supply 230/50Hz 230/50Hz 

Engine performance > 650 W > 650 W 

Speed (rpm) 100 to 4ô500 rpm- (Precision +/-10 rpm) 100 to 4ô500 rpm- (Precision +/-10 rpm) 

Vacuum 750 m3/h 2 x 750 m3/h, for each side 

Lighting 4 x 9 LEDôs 1.600 Lumen 4 x 9 LEDôs 1.600 Lumen for each side 

Brush diameter 160 mm max 160 mm max 

Unit dimensions 460mm x 370mm x 460mm 680mm x 390mm x 460mm 

Net weight 30 Kg 45 Kg 

SPB- 84 S1 
This polishing machine is a product which has superior technical features and superior differences in many points compared to other devices. 
It is state-of-the-art touch screen, ergonomic design and easier use, make the device stand out. You can give your own details to the parts 
by polishing, brushing, dulling and sanding. Resalable cap and removable Plexiglas cover provide to user a safe working area. The reinforced 
vacuum motor ensures high suction. 

o ¢ƻǊǉǳŜ ǇǊŜǎǎǳǊŜ ƛƴŘƛŎŀǝƻƴ 
o 5ƻǳōƭŜ {ŀŦŜǘȅ Ŧƻƻǘ ǇŜŘŀƭ 
o tƭŜȄƛƎƭŀǎ ǇǊƻǘŜŎǝƻƴ ǿƛǘƘ {ŀŦŜǘȅ ƳŀƎƴŜǘ ǎǿƛǘŎƘ  
o hǎǊŀƳ π IƛƎƘ I5 [95 [ƛƎƘǝƴƎ 
o 5ŀƴŦƻǎǎ π {ǘǊƻƴƎ ±ŀŎǳǳƳ IƛƎƘ tǊŜǎǎǳǊŜ tǳƳǇǎ ǿƛǘƘ н ŬƭǘŜǊǎ 
o {ŎƘƴŜƛŘŜǊ 9ƭŜŎǘǊƛŎ π 9ƳŜǊƎŜƴŎȅ ǎǘƻǇ 
o {ƛŜƳŜƴǎ ŀǳǘƻƳŀǘŜ π IƛƎƘ ǉǳŀƭƛǘȅ ǿƛǘƘ ¢ƻǳŎƘ ǎŎǊŜŜƴ ƳŜƳƻǊȅ 
o {ƛŜƳŜƴǎ {ƛƳŀǝŎ IaL tŀƴŜƭ ï YŜȅ ŀƴŘ ǘƻǳŎƘ ƻǇŜǊŀǝƻƴ 

Versatile, reliable and consistently awesome 

 


